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Tcp Options: 1 - window Scaling but no Timestamp Options
Fast Retransmission and Recovery support value: Not specified
Support for Selective Acknowledgements: True
Data Transfer Start: 2/26/2003 9:21:04 PM
***pbort Transfer : 2/26/2003 9:25:16 PM
pata Transfer Complete: 2/26/2003 9:25:16 PM
--->Total Data Received: 181.39 kilobytes
--->Time to Complete Transfer: 00:04:11:828
--->Average Speed: 0.72 kilobytes per second
--->Peak Speed: 19.10 kilobytes per second

SESSION END: 2/26/2003 9:25:17 PM

SESSION START: 3/5/2003 7:50:23 PM

Start Test: 3/5/2003 7:50:25 P™m

Test Type: Download 1 megabyte

Operating System: windows XP

————————————— Settings Used--------~---

[1394 Net Adapter] Maximum Transfer unit: 1500 .

D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500 ]
Linksys LNE10OTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer unit: 1500
Broadcom NetXtreme Gigabit Ethernet] Maximum Transfer unit: 1500

Tcp Receive Window: 513920

Time To Live: 64

Black Hole Detection: False )

Auto-Detect Maximum Transfer Unit: True

Maximum number of simultaneous HTTP 1.0 Connections: 40

Maximum number of simultaneous HTTP 1.1 Connections: 20

Tcp Options: 1 - window Scaling but no Timestamp Options

Fast Retransmission and Recovery support value: Not specified
Support for Selective Acknowledgements: True

Data Transfer Start: 3/5/2003 7:50:33 PM

Data Transfer Complete: 3/5/2003 7:52:26 PM

--->Total Data Received: 1024.42 kilobytes

--->Time to Complete Transfer: 00:01:53:172

--->Average Speed: 8.96 kilobytes per second

--->Peak Speed: 55.46 kilobytes per second

Sstart Test: 3/5/2003 7:53:23 PM

Test Type: Download 1 megabyte

operating System: wWindows XP

————————————— settings used--------~---
1394 Net Adapter] Maximum Transfer unit: 1500
D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500 .
Linksys LNE10OTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer unit: 1500
Broadcom NetXtreme Gigabit Ethernet] Maximum Transfer unit: 1500

Tcp Receive window: 513920

Time To Live: 64

Black Hole Detection: False )

Auto-Detect Maximum Transfer Unit: True )

Maximum number of simultaneous HTTP 1.0 Connections: 40

Maximum number of simultaneous HTTP 1.1 Connections: 20

Tcp Options: 1 - window Scaling but no Timestamp Options

Fast Retransmission and Recovery support value: Not specified

Support for Selective Acknowledgements: True
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Data Transfer Start: 2/24/2003 9:37:17 PM
Data Transfer Complete: 2/24/2003 9:41:20 PM
--->Total Data Received: 1028.87 kilobytes
--->Time to Complete Transfer: 00:04:02:813
--->Average Speed: 4.23 kilobytes per second
--->Peak Speed: 28.54 kilobytes per second

SESSION END: 2/24/2003 9:41:27 PM

SESSION START: 2/24/2003 9:41:29 PM

start Test: 2/24/2003 9:41:32 Pm

Test Type: Download 1 megabyte

Operating System: windows XP

————————————— Settings Used-------=----

[1394 Net Adapter] Maximum Transfer unit: 1500 .

EDTLink DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500 .
Linksys LNE10OTX Fast Ethernet Adapter(LNE10OTX v4)] Maximum Transfer unit: 1500
[Broadcom Netxtreme Gigabit Ethernet] Maximum Transfer unit: 1500

Tcp Receive wWindow: 513920

Time To Live: 64

Black Hole Detection: False i

Auto-Detect Maximum Transfer unit: True )

Maximum number of simultaneous HTTP 1.0 Connections: 40

Maximum number of simultaneous HTTP 1.1 Connections: 20

Tcp Options: 1 - window Scaling but no Timestamp Options |

Fast Retransmission and Recovery support value: Not specified

support for Selective Acknowledgements: True

Data Transfer Start: 2/24/2003 9:41:38 PM

***Abort Transfer : 2/24/2003 9:42:12 PM

Data Transfer Complete: 2/24/2003 9:42:12 PM

--->Total Data Received: 115.84 kilobytes

--->Time to Complete Transfer: 00:00:34:438

--->Average Speed: 3.37 kilobytes per second

--->Peak Speed: 27.68 kilobytes per second

SESSION END: 2/24/2003 9:42:15 PM

SESSION START: 2/26/2003 9:20:42 PM

Start Test: 2/26/2003 9:20:44 PM
Test Type: Download 1 megabyte
Operating System: windows XP
————————————— Settings Used------------
1394 Net Adapter] Maximum Transfer uUnit: 1500 ]
D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500 ]
Linksys LNE10OTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer unit: 1500
[Broadcom NetxXtreme Gigabit ethernet] Maximum Transfer uUnit: 1500
Tcp Receive window: 513920
Time To Live: 64
Black Hole Detection: False
Auto-Detect Maximum Transfer unit: True
Maximum number of simultaneous HTTP 1.0 Connections: 40
Maximum number of simultaneous HTTP 1.1 Connections: 20
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[D-Link DFE-530Tx+ PCI Adapter] Maximum Transfer unit: 1500
ELinksys LNE100TX Fast Ethernet Adapter(LNE10OOTX v4)] Maximum Transfer unit: 1500
Broadcom NetXtreme Gigabit Ethernet] Maximum Transfer unit: 1500
Tcp Receive Window: 513920
Time To Live: 64
Black Hole Detection: False
Auto-Detect Maximum Transfer uUnit: True
Maximum number of simultaneous HTTP 1.0 Connections: 40
Maximum number of simultaneous HTTP 1.1 Connections: 20
Tcp Options: 1 - window Scaling but no Timestamp Options
Fast Retransmission and Recovery support value: Not specified
Support for Selective Acknowledgements: True

e v e . - - o - T e o = - = = -

SESSION END: 2/24/2003 9:14:24 PM

SESSION START: 2/24/2003 9:21:05 pPM™

Start Test: 2/24/2003 9:21:08 pPM

Test Type: Download 1 megabyte

Operating System: Windows XP

————————————— Settings Used------------

[1394 Net Adagter] Maximum Transfer unit: 1500

[D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500 )
EL1nksys LNE100TX Fast Ethernet Adapter(LNE10OTX v4)] Maximum Transfer unit: 1500
Broadcom NetXtreme Gigabit Ethernet] Maximum Transfer unit: 1500

Tcp Receive window: 513920

Time To Live: 64

Black Hole Detection: False

Auto-Detect Maximum Transfer uUnit: True

Maximum number of simultaneous HTTP 1.0 Connections: 40

Maximum number of simultaneous HTTP 1.1 Connections: 20

Tcp Options: 1 - window Scaling but no Timestamp Options_

Fast Retransmission and Recovery support value: Not specified

Support for Selective Acknowledgements: True

Data Transfer Start: 2/24/2003 9:21:15 PM

Data Transfer Complete: 2/24/2003 9:25:16 PM

--->Total Data Received: 1028.93 kilobytes

--->Time to Complete Transfer: 00:04:01:203

--->Average Speed: 4.24 kilobytes per second

--->Peak Speed: 28.54 kilobytes per second

Start Test: 2/24/2003 9:37:12 PM
Test Type: Download 1 megabyte
Operating System: windows XP
------------- Settings Used-~----------
1394 Net adapter] Maximum Transfer unit: 1500
D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500 .
Linksys LNELOOTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer unit: 1500
[Broadcom Netxtreme Gigab1t Ethernet] Maximum Transfer unit: 1500
Tcp Receive window: 513920
Time To Live: 64
Black Hole Detection: False .
Auto-Detect Maximum Transfer Unit: True
Maximum number of simultaneous HTTP 1.0 Connections: 40
Maximum number of simultaneous HTTP 1.1 Connections: 20
Tcp Options: 1 - window Scaling but no Timestamp Options
Fast Retransmission and Recovery support value: Not specified
support for Selective Acknowledgements: True
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[Broadcom NetXtreme Gigabit Ethernet] Maximum Transfer unit: 1500
Tcp Receive window: 513920
Time To Live: 64
Black Hole Detection: False
Auto-Detect Maximum Transfer uUnit: True
Maximum number of simultaneous HTTP 1.0 Connections: 40
Maximum number of simultaneous HTTP 1.1 Connections: 20
Tcp Options: 1 - window Scaling but no Timestamp Options
Fast Retransmission and Recovery support value: Not specified
Support for Selective Acknowledgements: True
Data Transfer Start: 2/18/2003 9:57:08 PM
Data Transfer Complete: 2/18/2003 9:58:35 PM
--->Total Data Received: 1028.97 kilobytes
--->Time to Complete Transfer: 00:01:26:985
--->Average Speed: 11.82 kilobytes per second
--->Peak Speed: 112.50 kilobytes per second

SESSION END: 2/18/2003 9:59:20 PM

SESSION START: 2/19/2003 7:53:31 PM

Start Test: 2/19/2003 7:53:34 P™

Test Type: Download 1 megabyte

Operating System: Windows XxP

————————————— settings Used------------_

[1394 Net Adapter] Maximum Transfer unit: 1500 )

ED—Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500 .
Linksys LNE10OTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer unit: 1500
[Broadcom NetXtreme Gigabit Ethernet] Maximum Transfer unit: 1500

Tcp Receive window: 513920

Time To Live: 64

Black Hole Detection: False .

Auto-Detect Maximum Transfer Unit: True

Maximum number of simultaneous HTTP 1.0 Connections: 40

Maximum number of simultaneous HTTP 1.1 Connections: 20

Tcp Options: 1 - window scaling but no Timestamp Options

Fast Retransmission and Recovery support value: Not specified

support for Selective Acknowledgements: True

Data Transfer start: 2/19/2003 7:53:41 PM

Data Transfer Complete: 2/19/2003 8:00:33 PM

--->Total Data Received: 1026.11 kilobytes

--->Time to Complete Transfer: 00:06:52:579

--->Average Speed: 2.48 kilobytes per second

--->Peak Speed: 22.82 kilobytes per second

SESSION END: 2/19/2003 8:02:00 PM

SESSION START: 2/24/2003 9:13:38 PMm

Start Test: 2/24/2003 9:13:42 PM

Test Type: Download 1 megabyte

Operating System: windows XP

————————————— settings Used------------_

[1394 Net Adapter] Maximum Transfer unit: 1500
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Operating System: windows XP
————————————— Settings Used------=-==--
1394 Net Adapter] Maximum Transfer Unit: 1500
D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500 .
Linksys LNE100OTX Fast Ethernet Adapter(LNE10OTX v4)] Maximum Transfer unit: 1500
[Broadcom Netxtreme Gigabit Ethernet] Maximum Transfer uUnit: 1500
Tcp Receive window: 513920
Time To Live: 64
Black Hole Detection: False
Auto-Detect Maximum Transfer Unit: True
Maximum number of simultaneous HTTP 1.0 Connections: 40
Maximum number of simultaneous HTTP 1.1 Connections: 20
Tcp Options: 1 - window Scaling but no Timestamp Options
Fast Retransmission and Recovery support value: Not specified
Support for Selective Acknowledgements: True
pata Transfer Start: 2/16/2003 11:25:48 AM
Data Transfer Complete: 2/16/2003 11:26:13 AM
--->Total Data Received: 1027.00 kilobytes
--->Time to Complete Transfer: 00:00:24:062
--->Average Speed: 42.71 kilobytes per second
--->Peak Speed: 95.66 kilobytes per second

SESSION END: 2/16/2003 11:26:15 AM

SESSION START: 2/18/2003 9:50:36 PM

start Test: 2/18/2003 9:50:39 PM

Test Type: Download 1 megabyte

Operating System: windows XP

————————————— Settings Used------------_

1394 Net Adagter] Maximum Transfer Unit: 1500

D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500 .
Linksys LNE100TX Fast Ethernet Adapter(LNE10OTX v4)] Maximum Transfer unit: 1500
Broadcom NetXtreme Gigabit Ethernet] Maximum Transfer unit: 1500

Tcp Receive wWindow: 513920

Time To Live: 64

Black Hole Detection: False

Auto-Detect Maximum Transfer uUnit: True

Maximum number of simultaneous HTTP 1.0 Connections: 40

Maximum number of simultaneous HTTP 1.1 Connections: 20

Tcp Options: 1 - window Scaling but no Timestamp Options

Fast Retransmission and Recovery support value: Not specified
Support for Selective Acknowledgements: True

pata Transfer Start: 2/18/2003 9:50:47 PM

Data Transfer Complete: 2/18/2003 9:52:53 PM

--->Total Data Received: 1026.60 kilobytes

--->Time to Complete Transfer: 00:02:06:063

--->Average Speed: 8.13 kilobytes per second

--->Peak Speed: 47.64 kilobytes per second

start Test: 2/18/2003 9:57:04 PM

Test Type: Download 1 megabyte

Operating System: Windows XP

------------- Settings Used------------
1394 Net Adapter] Maximum Transfer unit: 1500 .

D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500 .
Linksys LNE10OTX Fast Ethernet Adapter(LNE10OTX v4)] Maximum Transfer unit: 1500
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[D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500 .
ELinksys LNEI0OTX Fast Ethernet Adapter(LNELOOTX v4)] Maximum Transfer unit: 1500
Broadcom NetXtreme Gigabit Ethernet] Maximum Transfer unit: 1500
Tcp Receive window: 513920
Time To Live: 64
Black Hole Detection: False
Auto-Detect Maximum Transfer Unit: True
Maximum number of simultaneous HTTP 1.0 Connections: 40
Maximum number of simultaneous HTTP 1.1 Connections: 20
Tcp Ooptions: 1 - window Scaling but no Timestamp Options
Fast Retransmission and Recovery support value: Not specified
Support for Selective Acknowledgements: True
Data Transfer Start: 2003/02/03 21:20
***apbort Transfer : 2003/02/03 21:27
Data Transfer Complete: 2003/02/03 21:27
--->Total Data Received: 740.50 kilobytes
--->Time to Complete Transfer: 00:07:16:562
--->Average Speed: 1.70 kilobytes per second
--->Peak Speed: 24.10 kilobytes per second

SESSION END: 2003/02/03 21:27

SESSION START: 2003/02/12 22:16

Start Test: 2003/02/12 22:16

Test Type: Download 1 megabyte

Operating System: windows XP

————————————— Settings Used------------

E1394 Net Adapter] Maximum Transfer uUnit: 1500

D-Link DFE-530TX+ PCI Adapter] Maximum Transfer unit: 1500 .
EL1nksys LNE10OTX Fast Ethernet Adapter(LNE100TX v4)] Maximum Transfer unit: 1500
Broadcom NetXtreme Gigabit Ethernet] Maximum Transfer unit: 1500

Tcp Receive window: 513920

Time To Live: 64

Black Hole Detection: False

Auto-Detect Maximum Transfer uUnit: True

Maximum number of simultaneous HTTP 1.0 Connections: 40

Maximum number of simultaneous HTTP 1.1 Connections: 20

Tcp Options: 1 - window Scaling but no Timestamp Options

Fast Retransmission and Recovery support value: Not specified
Support for Selective Acknowledgements: True

Data Transfer Start: 2003/02/12 22:16

Data Transfer Complete: 2003/02/12 22:17

--~>Total Data Received: 1026.75 kilobytes

--->Time to Complete Transfer: 00:00:46:625

--->Average Speed: 21.85 kilobytes per second

--~>Peak Speed: 116.74 kilobytes per second

SESSION END: 2003/02/12 22:17

SESSION START: 2/16/2003 11:25:40 AM

Start Test: 2/16/2003 11:25:45 AM
Test Type: Download 1 megabyte
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Maximum Transfer unit: Not specified
Tcp Receive window: 513920
Time To Live: 64
Black Hole Detection: False
Auto-Detect Maximum Transfer unit: True
Maximum number of simultaneous HTTP 1.0 Connections: 40
Maximum number of simultaneous HTTP 1.1 Connections: 20
Tcp Options: 1 - window Scaling but no Timestamp Options
Fast Retransmission and Recovery support value: Not specified
support for Selective Acknowledgements: True
pData Transfer Start: 2003/01/28 07:45
Data Transfer Complete: 2003/01/28 07:46
--->Total Data Received: 1024.43 kilobytes
--->Time to Complete Transfer: 00:00:23:625
--->Average Speed: 43.51 kilobytes per second
--->Peak Speed: 99.52 kilobytes per second

SESSION END: 2003/01/28 07:46

SESSION START: 1/28/2003 8:12:24 AM

Start Test: 1/28/2003 8:12:27 AM

Test Type: Download 1 megabyte

Operating System: windows XP

m—mm—m—m—mme- Settings Used------------

Maximum Transfer unit: Not specified

Maximum Transfer unit: Not specified

Maximum Transfer unit: Not specified

Maximum Transfer unit: Not specified

Tcp Receive window: 513920

Time To Live: 64

Black Hole Detection: False

Auto-Detect Maximum Transfer uUnit: True

Maximum number of simultaneous HTTP 1.0 Connections: 40
Maximum number of simultaneous HTTP 1.1 Connections: 20
Tcp options: 1 - window Scaling but no Timestamp Options |
Fast Retransmission and Recovery support value: Not specified
support for Selective Acknowledgements: True

Data Transfer start: 1/28/2003 8:12:32 AM

Data Transfer Complete: 1/28/2003 8:12:50 AM

--->Total Data Received: 1024.29 kilobytes

--->Time to Complete Transfer: 00:00:18:188

--->Average Speed: 56.08 kilobytes per second

--->Peak Speed: 174.88 kilobytes per second

SESSION END: 1/28/2003 8:12:51 AM

SESSION START: 2003/02/03 21:19

Start Test: 2003/02/03 21:19

Test Type: Download 1 megabyte

Operating System: windows XP

————————————— settings uUsed------------

{1394 Net Adapter] Maximum Transfer unit: 1500
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SESSION START: 2003/01/28 07:44

Start Test: 2003/01/28 07:45

Test Type: Download 1 megabyte

Operating System: Windows XP

------------- Settings Used-----====-w-

Maximum Transfer uUnit: Not specified

Maximum Transfer unit: Not specified

Maximum Transfer unit: Not specified

Maximum Transfer uUnit: Not specified

Tcp Receive window: 513920

Time To Live: 64

Black Hole Detection: False

Auto-Detect Maximum Transfer unit: True .
Maximum number of simultaneous HTTP 1.0 Connections: 40
Maximum number of simultaneous HTTP 1.1 Connections: 20
Tcp Options: 1 - window Scaling but no Timestamp Options
Fast Retransmission and Recovery support value: Not specified
support for Selective Acknowledgements: True

Data Transfer Start: 2003/01/28 07:45

***pAbort Transfer : 2003/01/28 07:45

Data Transfer Complete: 2003/01/28 07:45

--->Total Data Received: 171140 bytes

--->Time to Complete Transfer: 00:00:03:063

--->Average Speed: 49531 bytes per second

--->Peak Speed: 96032 bytes per second

Start Test: 2003/01/28 07:45

Test Type: Download 1 megabyte

Operating System: windows XP

mmmmemm—————— settings Used------------

Maximum Transfer Unit: Not specified

Maximum Transfer Unit: Not specified

Maximum Transfer Unit: Not specified

Maximum Transfer uUnit: Not specified

Tcp Receive window: 513920

Time To Live: 64

Black Hole Detection: False

Auto-Detect Maximum Transfer unit: True

Maximum number of simultaneous HTTP 1.0 Connections: 40
Maximum number of simultaneous HTTP 1.1 Connections: 20
Tcp Options: 1 - window Scaling but no Timestamp Options
Fast Retransmission and Recovery support value: Not specified
support for Selective Acknowledgements: True

pData Transfer Start: 2003/01/28 07:45

Data Transfer Complete: 2003/01/28 07:45

--->Total Data Received: 1024.43 kilobytes

--->Time to Complete Transfer: 00:00:27:625

--->Average Speed: 36.56 kilobytes per second

--->Peak Speed: 95.42 kilobytes per second

Start Test: 2003/01/28 07:45

Test Type: Download 1 megabyte
Operating System: windows XP
------------- Settings Used------------
Maximum Transfer unit: Not specified
Maximum Transfer Unit: Not specified
Maximum Transfer uUnit: Not specified
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